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Izvleček
Disertacija obravnava hitrostno polje vodnega toka v območju ostrorobih pravokotnih bočnih prelivov in koeficient pretoka teh prelivov za mirni režim toka. Poudarek je na rezultatih eksperimentov, izvedenih na različnih fizičnih hidravličnih modelih. Uporabljena je vizualizacijska metoda, ki v nasprotju z ustaljenimi pristopi, omogoča neinvazivno kvantifikacijo hitrostnih polj. Le-ta so  izmerjena v posameznih horizontalnih ravninah obravnavanega vodnega toka. Določitev vektorskega polja hitrosti temelji na analizi posnetkov premikanja v tok vnesenega polutanta, tj. delcev, barvila, ali z elektrolizo generiranih vodikovih mehurčkov. Metoda omogoča numerični izračun komponent vektorjev hitrosti z veliko prostorsko in časovno ločljivostjo.
 
Rezultati meritev dajejo nov, podrobnejši vpogled v kompleksnost vodnega toka v območju bočnega preliva in v nasprotju z eno od predpostavk energijskega pristopa kažejo na izrazito neenakomerno porazdelitev obravnavanih hitrosti vzdolž toka. Rezultati so primerjani z že objavljenimi raziskavami. Prispevek k znanosti predstavlja tudi nova, fenomenološka enačba za koeficient pretoka bočnega preliva, oblikovana na podlagi dimenzijske analize in potenčnega nastavka. Tako formulirana enačba je preprosta za uporabo in veljavna za dokaj širok razpon brezdimenzijskih parametrov, ki podajajo glavne geometrijske in hidravlične značilnosti toka preko bočnih prelivov.
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Sekundarni jezik
	Jezik:	Angleški jezik
	Naslov:	Velocity field of water flow at side weir
	Izvleček:
	Doctoral dissertation considers velocity field of water flow at sharp-crested rectangular side weirs and their discharge coefficients for subcritical flow. This work focuses on experimental results, obtained at various physical hydraulic models. A visualization method is employed, which - in contrast to more common approaches - allows non-invasive quantification of velocity fields. These are measured in separate horizontal planes of observed flow. Determination of vector field of velocities is based on the analysis of films displaying the movement of inserted pollutant, e.i. particles, dye or electrolysis-generated hydrogen bubbles. The method allows numerical calculation of components of velocity vectors with great spatial and time resolution. 

Results of measurements provide a new, more detailed insight into complexity of water flow at side weir, and - in contrast to one of the energy-approach assumptions - indicate the distinctively non-uniform distribution of considered velocities along the flow. Results are compared with published studies. As an additional contribution to science a new, phenomenological equation for a side weir discharge coefficient has been formulated on the basis of dimensional analysis and a power-law formulation. This equation is simple to use and is valid for fairly wide range of dimensionless parameters that give main geometrical and hydraulic characteristics of flow over side weirs.
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    obdobje 2007-2013, razvojne prioritete: Gospodarsko razvojna infrastruktura;
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